e-conoli

OUTDOOR

ght”

Date : 30 Apr 2020 Luminaire

Title : 138 Buntrock Ave, Thiensville, WI 53092 IES Filengrog:? E-AVLTOGA-FSUZles

. N ) ! Description : E-WLT06A-F50Z
Desc : Exterior lighting design using Full Cutoff LED fixtures LED wall pack. Black metal housing. Two LED arrays

with white reflector.

CXB2540
For: DEVO Properties Light Loss Factor:  1.00
By : LMS Holding LLC Number of Lamps 1
Lamp Lumens -1 Ims

Luminaire Watts : 65 W
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Arrangement Luminaire Location Summary

Yaes W gt [ wme | x| | 2] onen]
Arm : Varies ft | Tehaenent (M 1 ! -

Offset : Varies ft 1 | Sinale 210 180 15.0 180/
| 210 -180 15.0 180
2 Sinale 210 60 130 180/
Layout 1 210 6.0 13.0 180
Cols (X) Rows (Y) 3 | Sinale -21.0/ 6.0 12,0 180,
Layout : Varies Varies ! -21.0 60 120 180
Spacing : Varies Varies ft 4 | Sinale | -21.0 18.0! 10.0 180)
| 1 -21.0 18.0 10.0 180
Mounting Height : Varies ft 5  Single , 210 -18.0 10.0 0
Orient : Varies deg ‘ 1 210 -18.0 10.0 0
Tilt : 0 deg 6  Sinale 210 8.0 15.0| 0
| 210 £.0 15.0 0
. g . | 7 | sinale - 21,0 8.0 15.0/ 0
Statistical Analysis L 1 210 60 150 0
. | 8 sinale 1 f 21.0 18.0 1.0, 0
Illuminance Values i o 180 s 0
Average 2.20 fe 9 Sinale ‘ 00 320 100 270
Maximum :  44.12 fc 1 0.0 -32.0 10.0 270
Minimum 0.00 fc 10 | Sinale 27.0 38.0 15.0 0|
) ) ‘ 1 270 38.0 15.0 0
AvgiMin Ratio:  N.A. fe 41 Sinale 120 500 150 0
Max/Min Ratio ; N.A. fc 1 12.0 50.0 15.0 0

Max/Avg Ratio :  20.02 fc

Lighting Power Density
LPD: 0.024 W /ft?
LPD Area: 30625 ft*
LPD Watts . 720 W
Total Watts : 720 W
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Features

Lumileds LED, high luminous efficiency and
long working life.

High efficiency LED Driver, the wide range
input voltage AC120-277V.

Die Cast aluminium cooling design,high quality
and better cooling for LED Tj < 85°C.

Excellent Optics design, greatly improve the
light utilization and evenness.

Photocell Control Available (Option)
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% LUMILEDS

The Brighter Choice
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REMIUM

LMS-Energy

Product Applications

LED Football Full Cut Off Wall Pack

Lighting series can be widely used in indoor
or outdoor lighting(Wet location),Excellent for
Museums,Shopping Malls, Office Buildings,
Wallls, and many more applications.

FC € @ P

Tel: (888) 533-8008
W:www.LMS-ENERGY.com |
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Specifications
Unit : inch(mm)

Product family data sheet

Structure Features

Shell materials: Aluminum & PC.
Finish: Dark Bronze/White

Net weight : 3.50Kg  (7.70 Ibs)
Packing Size:41cm*24cm*24.5¢cm
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11, 16" (339. 6 Irm)

Technical Parameters

Power

Input Voltage

PF

Driver Efficiency
Luminous Flux
Color Temperature
CRI

Photometry

-BWPA45W27-XXK-Z-

45W Lighting Angle
AC120-277V LED Brightness Decay
>0.95 Working Life
>90% Working Temperature
5650Lm Storage Temperature
4000K/5000K Protection Level
Ra>80 Cable

LUMINOUS INTENSITY DISTRIBUTION DIAGRAM

AVERAGE BEAM ANGLE(50%):68.3 DEG

45*9Q°
<5%/6000 hrs
>50000 hrs
-30 - +45°C
-40 -+80°C
Wet Location/IP65
Input Connect, 0.3 m

Ordering Information

CO PLANE ISOLUX DIAGRAM (UNIT:Ix)
MH(m)
10
[ )
b e — ) 2m(394.2, 458.51x 161.41cm
18
22 \&
26 4m[98.54,114.61x 322.83cm|
» HN
34 \\ I\
——F—1
38 AN 6m 43,80, 50.951x 484,24cm
" V]
—
4 ] /
L 8 [34.64,28. 661x
50, Ty 0 " 645.66cm
— 990 170 S(m)
— 830 130
— G0 0.8300
— so0 06600 10mE 77, 18.3¢ 807.07cm
—_ 330 0.5000
Height Eavg,Emax Angle:43.95deg Diameter

LMS BWP

Company Product
LMS BWP
LMs-Energy Football Full

Cutoff Wall Pack

EXAMPLE:LMS-BWP45W27-XXK-Z[D,B,W]-Y[blank,P]

Power ‘ Voltage Color Temp
45W (45W) | 27 | 40K (4000K) )
AC120-277V 50K (5000K):500 | B
w

|

Finish Control
Dark Bronz P
Black Photocell
White

0T Y3IA T08T0C




MADE

0

l;-.'

70W LED Full Cutoff Wall Pack

Features

e Lumileds LED, high luminous efficiency and
long working life.

High efficiency LED Driver, the wide range
. input voltage AC120-277V.

Die Cast aluminium cooling design,high quality
® and better cooling for LED Tj < 85C. Excellent
Optics design, greatly improve the light
utilization and evenness.

™ LUMILEDS

The Brighter Choice

dsTeS
[PREMIUM]]

LISTED

~ LMS-Energy
~ Tel: (888) 533-8008
~ Website:www.LMS-ENERGY.com
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Product Applications

LMS LED Full Cutoff Wall Pack series can be
widely used in indoor or outdoor lighting(Wet
location),like mechanical or electronic
processing workshops, storage warehouses,
steel mills, gas stations,L toll booth, waiting
rooms, the platforms of railway station , indoor
stadiums.
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Specifications
Unit:inch(mm)
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R, 27 (207, Rum)

Structure Features

Product family data sheet
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Shell materials: Aluminum & PC.

Finish: Dark Bronze/White

Net weight: 3.0Kg (6.61 Ibs)

Product Size:354.8mm*207.8mm*126.4mm

Carton Size:390mm*267mm*185mm

~ LMS-FWP07W27-XXK-Z[D,W,B,S]-Y[Blank,P]

Power 70W Lighting Angle 62°X86°
Input Voltage AC120-277V LED Brightness Decay <5%/6000 hrs
PF >0.95 Working Life >50000 hrs
Driver Efficiency >90% Working Temperature -30 - +45°C
Luminous Flux 8400 Lm Storage Temperature -40 -+80°C
Color Temperature 4000K/5000K Protection Level Wet Location/IP66
CRI Ra>70 Cable Input Connect, No cable
Photometry
LUMINOUS INTENSITY DISTRIBUTION DIAGRAM '%(-)CO PLANE ISOLUX DIAGRAM (UNIT:1x) A
A 1.219 1732,26621x 159.30cm
b U ot P P | ¢ D
_Js100 - “‘ . 20| 643.8,989.11x D 261,32
-sis0 _ T [T 150
//\\ ~—‘--II/§\ . ) 3n [ 286.1,439.61x ( \ 391.98cm
-120 /N *:Z\/\: NN 120 26 : ;
A FLLLPSONN /1 / 4n| 160.9,247.31x 522.64cm
/ﬁf\/\\ S %\%«{‘i,x “ 77T
-50. {\‘fﬁ = /f\”\’ 190 34 — - A 5a| 103.0,158.31x 653.30cm
e S " ]
K)é N q)\‘ v e / 6a | 71.53,109.91x 783.96cm
SO T ::mu sl - /] n | 52.55,80.741x
‘(\( s - X)ico/no,ns.o ’
R O Gioraio, " 17.0 3.0 on| 40.24,61.821 1045.27
AVERAGE BEAM uu?u(sm):u.x‘bw""'“" 22.0 3.70 S(m) g HESLSEEE e
—————————— 19.0 3.00 9 | 31.79,48.841x 1175.93cm
4 ~ 1.9
¥ R— 1.50
7.50  1.10 10a [ 25.75,39.561x 1306.59ca

LMS FWP o7W
Conmpany Product Power
FWP 07W(70W
LMS-Energy Full Cutoff
Wall Pack

)

27
Voltage
27

XXK

Color Temp
40K(4000K)
AC120-277V 50K(5000K)+500K

Finish

D (Dark Bronze)

W (White)

B (Black)
S (Silvery)

Control

Photocell




